
Pinch valve
The flexible sealing solution for handling bulk 
goods

Bulk goods that are weighed or stored in containers should be discharged in the possibly 
easiest way. The ROWEFLEX® Pinch lock opens up the full cross-section, which allows a 
quick and clean product discharge.
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  Advantages 
of the ROWEFLEX® Pinch valve:

• Absolutely dust-proof
• No metal parts inside
•   Self-cleaning due to fl exibility
•   No cross-section reduction in the product area
•   Available in ATEX version
•   FDA-compliant squeezing tube available
 

  Application areas
for the ROWEFLEX® Pinch valve:

• Food products
•   Pharmaceuticals
•   Carbon black and tyres
•   PVC processing
•   Toxic media
•   Colour pigment production
•   Colour pigment processing

Figure: ROWEFLEX® Pinch Valve Type QSO 100
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Structure
The ROWEFLEX® Pinch valve is delivered ready for connec-
tion and consists of:

Extract from material portfolio
Standard elastomer qualities of the Pinch valve:

Connection options
• Standard: 
 Pinch valve part folded over and secured with   
 hose clamps
• On request:
 - Flange connection with holes according to DIN
 - Pharmaceutical-type connection or FLY fl ange 
   connection according to DIN
 - Additional connection versions possible
 - Velcro ears for forcible opening on request

We will gladly advise you with regard to the selection of suitable connection options and recommend the use of 
fl exible ROWEFLEX® down-pipe systems and container linings.

Housing 1.4301

2 squeezing bars PA, el

2 D-cylinders

1 magnetic valve* 5/2-way 24 VDC*

4 initiators* 3-wire PNP 24 VDC*

1 terminal box* Polymer

1 squeezing pipe see Material List

2 protective covers with inspection window 1.4301

Documentation in German or English

Material Description Colour FDA-compliant Electr. cond.

NK Natural Rubber Beige - -

NK w Natural Rubber White + -

PG Natural Rubber Grey - -

CR w Chloroprene Rubber White + -

CR sw Chloroprene Rubber Black - +

EP sw EPDM Rubber Black + +

EP w EPDM Rubber White + -

NBR sw Nitrile Rubber Black - +

NBR w Nitrile Rubber White + -

SI Silicone Rubber Light + -

ROWEFLEX®

Dimension table

*Other versions possible on customer request
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We will gladly advise you with regard to the selection of the suitable ROWEFLEX® 
Material. Please do not hesitate to contact us regarding this.

DN A B C D E F G H I

100 307 303 636 275 75 250 250 54 M16

150 372 368 761 335 75 310 310 65 M16

200 412 443 841 400 75 355 390 100 M16

250 463 523 972 500 75 400 464 100 M16

300 524 552 1106 603 78 450 490 96 M16

400 636 752 1296 880 78 560 670 199 M16
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ROWEFLEX® Pinch valve type QSO


